
HOW TO ORDER MUELLER STEAM SPECIALTY  
MODEL 87, 88 BUTTERFLY VALVES

4.0 - 88 -   I H H - 3 - 1

SIZE:
MODEL:
 87-Full Wafer  (Replaces previous Model 65M)
 88-Full Lug  (Replaces previous Model 66M)
BODY:
 I-Ductile Iron
STEM:
 H-316SS  (Available 2 – 12 only. Specify 431 SS for 14 – 48 sizes)
 N-416SS  (Available 2 – 24 only. Specify 431 SS for 30 – 48 sizes)
 P-431SS
DISC:
 H-316SS
 B-Aluminum Bronze
SEAT:
 3-Buna-N
 4-Viton
 6-EPDM  (Must Specify 316 SS Disc)
 7-Teflon (Buna-N Base)  (Must Specify 316 SS Disc)
OPERATOR:
 1- 10-Position Lever handle  (Lockable in both open and closed positions)
 5-Gear Operator  (Reccomended for 10 and above)

Example:  04.0-88IHH31
This is a 4 lugged body valve with a ductile iron body, 316 SS stem, 316 SS 
Disc, Buna-N Seat and a ten position handle

Mueller Steam Specialty product specifications in U.S. customary units and metric are approximate and are provided for reference only. For precise measure-
ments, please contact Mueller Steam Specialty Technical Service. Mueller Steam Specialty reserves the right to change or modify product design, construction, 
specifications, or materials without prior notice and without incurring any obligation to make such changes and modifications on Mueller Steam Specialty products 
previously or subsequently sold.
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